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30MM ROCKFLOOR 
RESILIENT LAYER

50MM INSITU 
CONCRETE INFILL 
BETWEEN BEAM 
UPSTANDS

PRECAST CONCRETE EDGE 
STRIP (SIMILAR TO MELTON 
CONCRETE PRODUCTS LTD)

12.5MM PLASTERBOARD CEILING 
MIN. 8.5KG/SQM, FIXED TO METAL 
FRAMED SUSPENED CEILING ON 
RESILIENT BARS (MIN. 100MM 
CEILING VOID). 50MM MINERAL WOOL 
OF 10-60KG/M3. FRAMING SYSTEM 
SCREWED TO UNDERSIDE OF BEAM 
& BLOCK AS RECOMENDED BY 
MANUFACTURER

INSULATED 
CONCRETE 
FORMWORK

PERIMETER 
EXTERNAL WALL

CONCRETE CORE

EXTERNAL 
FINISH MAY 
VARY

PRECAST CONCRETE FLOOR BEAMS 
AT 400MM CTRS WITH 100MM THICK 
DENSE CONCRETE REBATED BLOCKS 
BETWEEN BEAMS. BEAM & BLOCK / 
EDGE DETAILING TO BE FROM MELTON 
CONCRETE PRODUCTS OR 
EQUIVALENT

(SKIRTING 
INDICATIVE ONLY)

PRECAST CONCRETE EDGE 
STRIP TO BE ADEQUATELY 
PROPED UNTIL WALL 
CONSTRUCTION OVER IS 
FORMED & CURED

150 OR 200MM
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350

12.5MM PLASTERBOARD, SCREWED TO FURRING STRIPS 
WITHIN EPS, OR ALTERNATIVELY SPOT & DAB WITH 
PROPRIETARY ADHESIVE & SCREW FIX THE HEAD OF 
THE PLASTERBOARD SHEET AT 600MM MIN. CTRS (MIN. 
TWO FIXINGS) BACK TO FURRING STRIPS. 
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POLYSTEEL UK LtdTel: 01242 692335  www.warmerwall.co.uk

WARMERWALL Floor to wall junction, Type: Beam & Block 
with Precast Concrete edge strip (for flats, terraces & semis) 

NOTE: ALTHOUGH IT MAY NOT BE NECESSARY FOR REINFORCEMENT TO BE INCORPORATED FOR STRUCTURES UP TO THREE STOREYS IN HEIGHT, 
STRUCTURES UP TO FOUR STOREYS AND INDIVIDUAL SITE CONDITIONS MAY DICTATE OTHERWISE & THEREFORE AN ENGINEER / ARCHITECT SHOULD BE 
CONSULTED IN THESE CIRCUMSTANCES. ALL DETAILS ARE TO CONSTRUCTED IN ACCORDANCE WITH CURRENT BUILDING CODES AND REGULATIONS. 
POLYSTEEL UK RESERVES THE RIGHT TO CHANGE INFORMATION SHOWN WITHOUT NOTICE
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