
FOR FURTHER DETAILS / 
FIXING INSTRUCTIONS & 
EXACT MEASUREMENTS 
OF ICFLC & ICFLC-W 
REFER TO SIMPSON 
STRONG-TIE 
LITERATURE

SELF TAPPING CONNECTOR 
SCREWS SUPPLIED BY (SIMPSON) 

ICFLC-W HANGER 

WOOD OR LVL LEDGER 

POLYSTEEL WALL SYSTEM 

ICFLC EMBED CAST INTO
POLYSTEEL WALL SYSTEM 

NOTE: THE USE OF ICFLC & LEDGER TO BE 
SPECIFIED IN ACCORDANCE WITH THE 
MANUFACTURERS LITERATURE

ICFLC 

150mm57mm

264mm
25mm

ICFLC-W & ICFLC-CW 

178mm

183mm

75mm
45mm

PARTY WALL
CONCRETE CORE

2 LAYERS OF PLASTERBOARD 
WITH STAGGERED JOINTS. MIN 
TOTAL MASS PER UNIT AREA OF 
PLASTERBOARD 20KG/SQM

50mm thick WOOD OR LVL LEDGER 
SCREWED 
TO THE (SIMPSON) "ICFLC" EMBED 
USING THE "ICFLC-W HANGER 

(SKIRTING 
INDICATIVE ONLY)

CEILING TREATMENT INDICATED
GYPROC CASOLINE MF CEILING 
SCREWED TO JOISTS CREATING A 
277mm CAVITY
80MM ISOWOOL INSULATION GENERAL 
PURPOSE ROLL

18MM T & G CHIPBOARD GLUED & 
SPOT BONDED TO 
PLASTERBOARD PLANK

19MM PLASTERBOARD WITH 
STAGGERED JOINTS

25MM MINERAL WOOL DENSITY 
60 TO 100KG /cubic M

MIN. 12MM PLYWOOD 
DECKING

(SIMPSON) "ICFLC" EMBED CAST INTO 
POLYSTEEL WALL SYSTEM, REFER TO 
(SIMPSON) SPECIFICATIONS FOR "ICFLC"
SPACING REQUIREMENTS, ENSURE 
ICFLC IS STAGGERED FROM OPPOSITE 
SIDE TO AVOID SOUND TRANSFER 

12.5MM PLASTERBOARD, 
SCREWED TO FURRING STRIPS 
WITHIN EPS, OR 
ALTERNATIVELY SPOT & DAB 
WITH PROPRIETARY ADHESIVE 
& SCREW FIX THE HEAD OF THE 
PLASTERBOARD SHEET AT 
600MM MIN. CTRS (MIN. TWO 
FIXINGS) BACK TO FURRING 
STRIPS. 
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POLYSTEEL UK LtdTel: 01242 692335 www.warmerwall.co.uk

WARMERWALL Floor to wall Junction, type: Separating 
timber joist floor indicating acoustic treatment.

NOTE: ALTHOUGH IT MAY NOT BE NECESSARY FOR REINFORCEMENT TO BE INCORPORATED FOR STRUCTURES UP TO THREE STOREYS IN HEIGHT, 
STRUCTURES UP TO FOUR STOREYS AND INDIVIDUAL SITE CONDITIONS MAY DICTATE OTHERWISE & THEREFORE AN ENGINEER / ARCHITECT SHOULD BE 
CONSULTED IN THESE CIRCUMSTANCES. ALL DETAILS ARE TO CONSTRUCTED IN ACCORDANCE WITH CURRENT BUILDING CODES AND REGULATIONS. 
POLYSTEEL UK RESERVES THE RIGHT TO CHANGE INFORMATION SHOWN WITHOUT NOTICE
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