
142MM TEK HAUS ROOF 
PANEL
(KINGSPAN TEK HAUS)

ROOF COVERING

TREATED 
S.W. TILE 
BATTENS

KINGSPAN NILVENT BREATHER MEMBRANE 
LAID DIRECTLY UNDER COUNTER BATTENS
EITHER HORIZONTALLY OR VERTICALLY

12.5MM VAPOUR CHECK
PLASTERBOARD ON 
BATTENS

50x25MM TREATED 
COUNTER BATTENS
AT 600MM CTR'S

EAVES UNDERLAY
GUTTER SKIRT

VENTILATOR

WALL PLATE TO BE MECHANICALLY 
FIXED AT 450 CTRS WITH M12 SLEEVE 
ANCHORS

DETAIL APPLICABLE 
FOR 150 OR 200MM 
CONCRETE CORE 
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POLYSTEEL UK LtdTel: 01242 692335 warmerwall.co.uk

WARMERWALL Wall to roof junction, Type: 
based on Tek Haus (Kingspan) System 

NOTE: ALTHOUGH IT MAY NOT BE NECESSARY FOR REINFORCEMENT TO BE INCORPORATED FOR STRUCTURES UP TO THREE STOREYS IN HEIGHT, 
STRUCTURES UP TO FOUR STOREYS AND INDIVIDUAL SITE CONDITIONS MAY DICTATE OTHERWISE & THEREFORE AN ENGINEER / ARCHITECT SHOULD BE 
CONSULTED IN THESE CIRCUMSTANCES. ALL DETAILS ARE TO CONSTRUCTED IN ACCORDANCE WITH CURRENT BUILDING CODES AND REGULATIONS. 
POLYSTEEL UK RESERVES THE RIGHT TO CHANGE INFORMATION SHOWN WITHOUT NOTICE
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