
ROOF COVERING

TREATED S.W. TILE 
BATTENS

TRADITIONAL CUT ROOF 
OR TRUSS RAFTERS 

EAVES UNDERLAY
GUTTER SKIRT

TRUSSES/RAFTERS FIXED BACK TO TOP OF 
CONCRETE WALL USING SIMPSON METAL ROOF 
TRUSS/RAFTER CLIPS OR SIMILAR PLUGGED & 
SCREWED, TO MANUFACTURERS & ENGINEERS 
RECOMMNEDATION

COLD ROOF 
INDICATED

INSULATION INDICATIVE 
ONLY, THICKNESS & TYPE 
TO COMPLY WITH THE 
REQUIREMENTS OF THE 
APPROVED DOCUMENTS 

DETAIL APPLICABLE FOR 150 
OR 200MM CONCRETE CORE 

150 TO 200MM

VENTILATOR

UNDERLAY 

PROPRIETARY RAFTER ROLL TO 
ENSURE CLEAR AIR PATH 
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POLYSTEEL UK LtdTel: 01242 692335

based on trad. cut roof or trussed rafters 

NOTE: ALTHOUGH IT MAY NOT BE NECESSARY FOR REINFORCEMENT TO BE INCORPORATED FOR STRUCTURES UP TO THREE STOREYS IN HEIGHT, 
STRUCTURES UP TO FOUR STOREYS AND INDIVIDUAL SITE CONDITIONS MAY DICTATE OTHERWISE & THEREFORE AN ENGINEER / ARCHITECT SHOULD BE 
CONSULTED IN THESE CIRCUMSTANCES. ALL DETAILS ARE TO CONSTRUCTED IN ACCORDANCE WITH CURRENT BUILDING CODES AND REGULATIONS. 
POLYSTEEL UK RESERVES THE RIGHT TO CHANGE INFORMATION SHOWN WITHOUT NOTICE
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