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WARMERWALL TYPICAL ABUTMENT FLASHING 
DETAIL FOR PROPRIETY RENDERED FACADE 

NOTE: ALTHOUGH IT MAY NOT BE NECESSARY FOR REINFORCEMENT TO BE INCORPORATED FOR STRUCTURES UP TO THREE STOREYS IN HEIGHT, 
STRUCTURES UP TO FOUR STOREYS AND INDIVIDUAL SITE CONDITIONS MAY DICTATE OTHERWISE & THEREFORE AN ENGINEER / ARCHITECT SHOULD BE 
CONSULTED IN THESE CIRCUMSTANCES. ALL DETAILS ARE TO CONSTRUCTED IN ACCORDANCE WITH CURRENT BUILDING CODES AND REGULATIONS. 
POLYSTEEL UK RESERVES THE RIGHT TO CHANGE INFORMATION SHOWN WITHOUT NOTICE
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PROPRIETY RENDER STOP BEAD
MIN. 65MM HIGH. SCREWED TO FIRRING 
STRIPS WITH STAINLESS STEEL 
SCREWS 

FIRRING 
STRIP 
WITHIN 
EPS

LEAD APRON FLASHING TO 
EXTEND MIN. 50MM BEHIND 
RENDER STOP . SCREW TO 
PASS THROUGH RENDER 
STOP & APRON FLASHING

CODE 4 LEAD 
APRON

PROPRIETY RENDER BUILT UP AROUND BELL 
MOUTH (REFER TO MANUFACTURERS 
REQUIREMENTS)

PROPRIETY 
RENDER
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