
INSULATED 
CONCRETE FORM

150 TO 200mm
CONCRETE CORE

CIRCULAR DUCTING PLACED IN FORM 
PRIOR TO CONCRETE POUR TO RECIEVE 
SERVICE PIPES, CABLES, DUCTING. DIA . 
TO BE LARGER THAN SERVICES THAT WILL 
PASS THROUGH.

FIRE STOPPING MATERIAL PLACED 
AROUND DUCT FOR LOCATION REQUIRING 
FIRE RESISTANCE.
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WARMERWALL Duct penetration through wall

NOTE: ALTHOUGH IT MAY NOT BE NECESSARY FOR REINFORCEMENT TO BE INCORPORATED FOR STRUCTURES UP TO THREE STOREYS IN HEIGHT, 
STRUCTURES UP TO FOUR STOREYS AND INDIVIDUAL SITE CONDITIONS MAY DICTATE OTHERWISE & THEREFORE AN ENGINEER / ARCHITECT SHOULD BE 
CONSULTED IN THESE CIRCUMSTANCES. ALL DETAILS ARE TO CONSTRUCTED IN ACCORDANCE WITH CURRENT BUILDING CODES AND REGULATIONS. 
POLYSTEEL UK RESERVES THE RIGHT TO CHANGE INFORMATION SHOWN WITHOUT NOTICE
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